
Platform Height: 

62 ft 10 in  (19.15 m) 

 

Lateral Reach: 

39 ft 4 in (12 m) 

 

Machine Width: 

3 ft 3 in (0.98 m) 

 

Machine Height: 

6 ft 6 in (1.99 m) 

 

Machine Weight: 

6,570 lbs (2,980 kg) 

 

 Compact design, travels 
through a double door 

 
 Light, low surface load for 

use on sensitive flooring 
 
 Smooth, proportional  

electro-hydraulic controls  
 
 Reliable and comprehensive 

safety control system 
 
 Articulated design  

with two independently  
operable telescopic booms 

 
 Onboard diagnostics 
 
 Setup on slopes up to 30% 
 
 Dual power for operating  

indoor and outdoor 
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Specifications  
MEASUREMENTS US Metric 

Platform height, max. сн Ɗ мл ƛƴ мфΣмр Ƴ 

Horizontal outreach with 551 lbs оф Ɗ п ƛƴ мнΣлл Ƴ 

Up-and-over clearance, max.  ол Ɗ мл ƛƴ фΣпл Ƴ 

Platform height ό!ύ о Ɗ т ƛƴ мΣмл Ƴ 

Platform length ό.ύ  п Ɗ у ƛƴ мΣпнƳ 

Platform width ό/ύ  н Ɗ п ƛƴ лΣтт  

Length, overall ό5ύ  нл Ɗ мн ƛƴ сΣпл Ƴ 

Length without basket ό9ύ мс Ɗ р ƛƴ рΣлл Ƴ 

Height, travelling position όCύ с Ɗ с ƛƴ мΣфф Ƴ 

Width, min. όDύ о Ɗ о ƛƴ лΣфу Ƴ 

Ground clearance, max. όIύ м Ɗ р ƛƴ лΣпп Ƴ 

Track (L x W) όLύ п Ɗ ф ƛƴ Ȅ у ƛƴ мΣпр Ƴ Ȅ лΣнл Ƴ 

Length outrigger footprint standard όWύ мр Ɗ р ƛƴ пΣтл Ƴ 

Width outrigger footprint standard όYύ мр Ɗ р ƛƴ пΣтл Ƴ 

Length footprint one side narrow ό[ύ нл Ɗ у ƛƴ сΣол Ƴ 

Width footprint one side narrow όaύ мн Ɗ оΣсл Ƴ 

Width footprint both sides narrow όbύ у Ɗ н ƛƴ нΣрл Ƴ 

Outrigger plate Ø т ƛƴ лΣму Ƴ 

PRODUCTIVITY US Metric 

Basket capacity ррм ƭōǎ нрл ƪƎ 

Movable Jib - - 

Basket rotation мулϲ мулϲ 

Turret rotation прлϲ прлϲ 

Stabilization, maximum ground slope мсΦтϲκолΦл ҈ мсΣтϲκолΣл ҈ 

Height and width track adjustment т ƛƴκм Ɗ с ƛƴ мфκпс ŎƳ 

Gradeability, max. мсΦтϲκолΦл ҈ мсΣтϲκолΣл ҈ 

Slope angle мфΦлϲκопΦл ҈ мфΣлϲκопΣл ҈ 

Travel speed нΦр ƳǇƘ пΣл ƪƳκƘ 

WEIGHT US Metric 

Total weight сΣртл ƭōǎ нΦфул ƪƎ 

Live load in travelling position фпΦл ǇǎŦ пΣрл ƪbκƳ² 

Live load in working position онΦу ǇǎŦ мΣрт ƪbκƳ² 

POWER   

Standard power sources 
 

мύ 9ƭŜŎǘǊƛŎΥ ммр ±Σ мфΦо !Σ мΦс ƪ² 
нύ 5ƛŜǎŜƭΥ Kubota Z 602 (10.8 kW/14.5 hp)  
оύ [ƛǘƘƛǳƳ LƻƴΥ пу± κ мнл!Ƙ όhǇǝƻƴύ 

Fuel tank capacity Diesel engine нΦфм Ǝŀƭ  ммΣр ƭ 

WORKING ENVELOPE 

Product specifications are subject to change without notice or obligation. Photographs and 
drawings in this document are for illustrative purposes only. Refer to the appropriate Opera-
tor´s Manual for instructions on the proper use of this equipment. Failure to follow the 
appropriate Operator´s Manual when using our equipment or to otherwise act irresponsibly 
may result in serious injury or death. The only warranty applicable to our equipment is the 
standard written warranty applicable to the particular product and sale and we make no 
other warranty, expressed or implied. Products and services listed may be trademarks, 
service marks or trade-names of Teupen Maschinenbau GmbH and/or its subsidiaries in the 
U.S.A. and many other countries. “Teupen”, “Access redefined” and “LEO Series” are regis-
tered Trademarks of Teupen GmbH in the United States of America and many other coun-
tries. Version 2014-A © 2014 Teupen Maschinenbau GmbH. 

STANDARDS COMPLIANCE 

EN ISO 9001 ANSI/SIA A92.5-
2006 section 4 & 
CSA B354.1-2004 
"Design & manufacture 
criteria" 


